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www.facebook.com/CanonPIXMA

SOUTH & SOUTHEAST ASIA REGIONAL HEADQUARTERS:
CANON SINGAPORE PTE. LTD.

1 HarbourFront Avenue #04-01 
Keppel Bay Tower, Singapore 098632
Tel: 65-6799 8888   Fax: 65-6799 8882    
www.canon-asia.com

CANON OFFICES

INDIA: 
Canon India Pvt. Ltd.
Tel: 91-124-4160 000
Fax: 91-124-4160 011
www.canon.co.in

MALAYSIA: 
Canon Marketing (Malaysia) Sdn. Bhd.
Tel: 603-7844 6000
Fax: 603-7845 0505
www.canon.com.my

SINGAPORE: 
Canon Singapore Pte. Ltd.
Tel: 65-6799 8888
Fax: 65-6798 8882
www.canon.com.sg

THAILAND: 
Canon Marketing (Thailand) Co. Ltd.
Tel: 66-2-3449 999
Fax: 66-2-3449 922
www.canon.co.th

VIETNAM: 
Canon Marketing Vietnam Co. Ltd.
Ho Chi Minh City
Office & Showroom
Tel: 84-8-382 00466
Fax: 84-8-382 00477
www.canon.com.vn

CANON BUSINESS PARTNERS 

BANGLADESH:
JAN Associates Ltd.
Tel: 880-2-9660 601, 
 880-2-8624 292 
Fax: 880-2-8610 410

BRUNEI: 
Interhouse Company
Tel: 673-2-653 001
Fax: 673-2-653 003

CAMBODIA: 
i-Qlick (Cambodia) Pte. Ltd.
Tel: 855-23-996 638
Fax: 855-23-996 639

INDONESIA: 
PT Datascrip
Tel: 62-21-654515
Fax: 62-21-6544 811-13

Call Centre:  
62-21-2922 6000
www.canon.co.id

MALDIVES: 
SIMDI
Tel: 960-333 4421
Fax: 960-333 4424

MYANMAR: 
Myanmar Golden Rock  
International Co. Ltd.
Tel: 95-1-654810 to 17
Fax: 95-1-654820

NEPAL:
International Electronics  
Concern (P) Ltd.
Tel: 977-1-4421 991
Fax: 977-1-4421 909

PAKISTAN:
MBM International 
Tel: 92-21-3273 5322, 3272 7684
Fax: 92-21-3438 6308

SRI LANKA: 
Metropolitan Office Ltd.
Tel: 011-2437 797
Fax: 011-2685 322

 
 

Maximum Printing Resolution*1 9600 x 2400 dpi 4800 x 1200 dpi 4800 x 1200 dpi

Number of Ink Tanks 6 5 5

Print  
Speed*2

Document: 
Color / B / W

ESAT / Simplex approx. 10.0ipm / 15.0ipm approx. 9.7ipm / 15.0ipm approx. 8.7ipm / 12.2ipm

Photo (4x6") PP-201 / 
Borderless

approx. 21sec. approx. 44sec. approx. 44sec. 

Printing 
Capability

Borderless Printing*3 Up to A4 Up to A4 Up to A4

Auto Duplex Printing Yes (A4 / A5 / B5 / Letter) Yes (A4 / Letter) Yes (A4 / Letter)

Standard Paper Input 
(Front  Cassette / Tray)

Plain Paper 
(sheets)

A4 / A5 / B5 / Letter /  Legal = 125 A4 / A5 / B5 / Letter = 100 / Legal = 10 A4 / A5 / B5 / Letter = 100 / Legal = 10

Additional Paper 
Input (Front Cassette)

Photo Paper Yes NA NA

Disc Handling (Disc Tray) 1 (Manual handling by disc tray) NA NA

Scanner Type / Scanning Method Flatbed / CIS (Contact Image Sensor) Flatbed / CIS (Contact Image Sensor) Flatbed / CIS (Contact Image Sensor)

Optical Resolution*4 2400 x 4800 dpi 1200 x 2400 dpi 1200 x 2400 dpi

Scanning 
Speed*5

Reflective A4 Color / 
300dpi

Approx. 14sec. Approx. 14sec. Approx. 14sec.

Maximum Document Size A4 / Letter (216 x 297mm) A4 / Letter (216 x 297mm) A4 / Letter (216 x 297mm)

Copy 
Speed*6

Document: 
Color

sFCOT / Simplex Approx. 19sec. Approx. 18sec. Approx. 20sec.

sESAT / Simplex Approx. 7.7ipm Approx. 7.7ipm Approx. 7.2ipm

Mutiple Copy Black / Color Max. 99 pages Max. 99 pages Max. 99 pages

Windows (Please visit www.canon-asia.com 
to confirm OS compatiblity and 
to download the latest driver 
updates)

Windows 8 / Windows 7 /  
Windows Vista / Windows XP

Windows 8 / Windows 7 /  
Windows Vista /  Windows XP

Windows 8 / Windows 7 /  
Windows Vista /  Windows XP

Macintosh Mac OS X v10.6.8 and later Mac OS X v10.6.8 and later Mac OS X v10.6.8 and later

Operation Panel Display 3.5” Touch-screen LCD 3.0” Touch-screen LCD 2.5” LCD

Interface Wireless LAN IEEE 802.11 b/g/n, 100Base-TX/ 
10Base-T, USB 2.0 Hi-Speed, Memory Card Slots

Wireless LAN IEEE 802.11 b/g/n, USB 2.0 Hi-Speed, 
Memory Card Slots

Wireless LAN IEEE 802.11 b/g/n,  
USB 2.0 Hi-Speed

Mobile Printing Applications PIXMA Printing Solutions, Easy-PhotoPrint, 
Easy-PhotoPrint+

PIXMA Printing Solutions, Easy-PhotoPrint, 
Easy-PhotoPrint+

PIXMA Printing Solutions, Easy-PhotoPrint, 
Easy-PhotoPrint+

Other Features Mopria Certified, AirPrint, Google Cloud Print, 
Wireless / Wired LAN PictBridge, PIXMA Cloud Link 
(smartphone / tablet / in-device),  
Print From Email, Access Point Mode, NFC

Mopria Certified, AirPrint, Google Cloud Print, 
Wireless PictBridge, PIXMA Cloud Link  
(smartphone / tablet / in-device),  
Print From Email, Access Point Mode, NFC

Mopria Certified, AirPrint, Google Cloud Print, 
Wireless PictBridge, PIXMA Cloud Link  
(smartphone / tablet / in-device),  
Print From Email, Access Point Mode

Self-Opening Paper Output Tray Available NA NA

Power Consumption approx. 17W (1.0W Standby) approx. 12W (0.9W Standby) approx. 12W (0.8W Standby)

Dimensions (W x D x H) approx. 435 x 370 x 148mm approx. 455 x 369 x 148mm approx. 455 x 369 x 148mm

Weight approx. 7.9kg approx. 6.4kg approx. 6.3kg

Plain Paper A4  
(ISO / IEC 24712 test file)*7

(Pages) 
CLI-751C: 310
CLI-751M: 310
CLI-751Y: 310
CLI751GY: 780*8

CLI-751BK: 1105*8

PGI-750PGBK: 300

Optional:
CLI-751C XL: 670
CLI-751M XL: 670 
CLI-751Y XL: 670
CLI-751GY XL: 3350*8 

CLI-751BK XL: 4425*8

PGI-750PGBK XL: 500

 
CLI-751C: 332
CLI-751M: 332
CLI-751Y: 332
CLI-751BK: 1795*8

PGI-750PGBK: 300

Optional:
CLI-751C XL: 690
CLI-751M XL: 690 
CLI-751Y XL: 690 
CLI-751BK XL: 5565*8

PGI-750PGBK XL: 500

CLI-751C: 332
CLI-751M: 332 
CLI-751Y: 332 
CLI-751BK: 1795*8 

PGI-750PGBK: 300

Optional:
CLI-751C XL: 690
CLI-751M XL: 690 
CLI-751Y XL: 690 
CLI-751BK XL: 5565*8

PGI-750PGBK XL: 500

Photo Paper PP-201, 4x6”  
(ISO / IEC 29103 test file)*7

(Pages)
CLI-751C: 168
CLI-751M: 168 
CLI-751Y: 168
CLI-751GY: 125 
CLI-751BK: 495*8

PGI-750PGBK: 3050*8

Optional:
CLI-751C XL: 366
CLI-751M XL: 366 
CLI-751Y XL: 366
CLI-751GY XL: 275 
CLI-751BK XL: 1125*8

PGI-750PGBK XL: 3900*8

 
CLI-751C: 128
CLI-751M: 128 
CLI-751Y: 128 
CLI-751BK: 376*8

PGI-750PGBK: 2405*8

Optional:
CLI-751C XL: 239
CLI-751M XL: 239 
CLI-751Y XL: 239 
CLI-751BK XL: 810*8

PGI-750PGBK XL: 4945*8

CLI-751C: 128
CLI-751M: 128 
CLI-751Y: 128 
CLI-751BK: 376*8

PGI-750PGBK: 2405*8

Optional:
CLI-751C XL: 239
CLI-751M XL: 239 
CLI-751Y XL: 239
CLI-751BK XL: 810*8

PGI-750PGBK XL: 4945*8
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Specifications

Photo All-In-One  
Printers

Specifications are subject to change without notice.
*1 Ink droplets can be placed with a pitch of 1/4800 inch or 1/9600 inch at minimum.
*2  Document print speeds are the averages of ESAT in Office Category Test for the default simplex mode,  
 ISO /  IEC 24734. Photo print speed is based on the default setting using ISO / JIS-SCID N2 on Photo Paper 
 Plus Glossy II and does not take into account data processing time on host computer. Print speed may vary 
  depending on system configuration, interface, software, document complexity, print mode, page 
 coverage, type of paper used etc.
*3  Paper types NOT supported for borderless printing are as follows: Envelope, High Resolution Paper, T-Shirt 
 Transfer, Photo Stickers.
*4 Optical resolution is a measure of maximum hardware sampling resolution, based on ISO 14473 
 standard. Increasing the scanning resolution will limit the maximum possible scanning area.
*5 Color document scan speed is measured with ISO / IEC 29183 Target A. Scan speed indicates the time 
 measured between pressing the scan button of the scanner driver and the on-screen status display turns 
 off. Scan speed may vary depending on system configuration, interface, software, scan mode settings and  
 document size etc.

*6 Copy speeds are the average of sFCOT and sESAT,  ISO / IEC  29183. Copy speed may vary depending on 
 document complexity, copy mode, page coverage, type of paper used etc. and does not take into 
 account warm-up time.
*7 Declared yield value in accordance with ISO / IEC 24711 (for A4 size) using ISO / IEC 24712 test file: and ISO /  
 IEC 29102 (for 4x6” size) using ISO / IEC 29103 test file. Values obtained by continuous printing.
*8 Estimated Supplemental Yield.

Note: All printers work in Operating Environment of Temperature: 15 - 30°C;  
 Humidity: 10 - 80 % RH (no dew condensation)
 Except MG7570, MG6670 and MG5670 printers work in Operating Environment of  
 Temperature: 15 - 30°C; Humidity: 10 - 80 % RH (no dew condensation)
 All printers work in Storage Environment of Temperature: 0 - 40°C;  
 Humidity: 5 - 95 % RH (no dew condensation)



• PIXMA Printing Solutions

•  NFC*1

• 3.0” Touch Screen LCD Display

•  Wi-Fi Connectivity: PIXMA Cloud Link, Access Point Mode,  
 Print From Email, Mopria Certified*2, AirPrintTM, Google Cloud Print,   
 Wireless Pictbridge

•  Auto Duplex Printing

•  Easy-PhotoPrint+*

•  PIXMA Printing Solutions 

• 2.5” LCD Display

•  Wi-Fi Connectivity: PIXMA Cloud Link, Access Point Mode,  
 Print From Email, Mopria Certified*2, AirPrintTM, Google Cloud Print, 
 Wireless Pictbridge

•  Auto Duplex Printing

•  Easy-PhotoPrint+*

PIXMA Cloud Link – Print directly from cloud services 

like Dropbox and Facebook, scan to cloud storage 

sites like Google Drive, or send scans to email or 

webmail drafts without the need for a host PC.

Google Cloud Print – Print from GmailTM and Google 

Drive on a smart device or from Google Chrome. 

Print from Email – Email JPEG and PDF files straight  

to your PIXMA for printing.

Mopria Certified*2 – Print directly from Android 

d ev i c e s  w i t h o u t  d ow n l o a d i n g ve n d o r -

dependent applications.

AirPrint – Print from Apple iOS smart devices without 

installing drivers.

Other Available Colors

CopyPrint

Photo Print SpeedISO Standard Speed

Measured by ISO/IEC 24734, 29183 standards

sec.44ipm12.2 ipm8.7 sec.20 ipm7.2
10x15cm (4x6”)

borderless

Other Available Colors Other Available ColorsWith more ways to connect, PIXMA Photo  

All-In-One printers make printing and scanning 

easier than ever.

* Requires an internet connection.  
 Works edited using this application cannot be displayed, edited, or printed without this application.

*1 Available in PIXMA MG7570 and MG6670 only.  
 Currently supported by Android OS 4.0 and above.

*2 Available on Android OS 4.4 and above. 

PIXMA Printing Solutions
This smart app lets you print photos and documents 

stored on your device or the cloud (Facebook, 

Evernote also Dropbox, etc.) – anytime and 

anywhere! It now supports NFC.

NFC-Compatibility*1

Print from and scan to your NFC-enabled 

smartphone simply by tapping your device on 

your PIXMA.

(optional)

CopyPrint

Photo Print SpeedISO Standard Speed

Measured by ISO/IEC 24734, 29183 standards

sec.21ipm15.0 ipm10.0
10x15cm (4x6”)

borderless

(optional)

Photo Print SpeedISO Standard Speed

Measured by ISO/IEC 24734, 29183 standards

Copy

sec.44
10x15cm (4x6”)

borderless

ipm15.0 ipm9.7
Print

sec.18 ipm7.7

(optional)

Easy-PhotoPrint+*
 

Use this web application to edit pictures and create ID 

photos, calendars, collages, stickers and cards using 

templates. Works with images on cloud services like 

Facebook and Dropbox. 

new

new new

3. Decorate with stamps  
 and customized texts.

2. Select photo filters.1. Select an image stored on  
 mobile device or from online  
 site, then drag and drop it into
 one of dozens of templates. 

sec.19 ipm7.7

•  PIXMA Printing Solutions

• NFC*1

• Intelligent Touch System with 3.5” Touch Screen LCD Display

•  Wi-Fi Connectivity: PIXMA Cloud Link, Access Point Mode,  
 Print From Email, Mopria Certified*2, AirPrintTM, Google Cloud Print,   
 Wireless Pictbridge

•  Auto Duplex Printing

•  Easy-PhotoPrint+*


